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Reconnaissance Vehicle/Sensors 1
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onfiguration A cameras

Configuration B cemeras

112B cameras

Swath width: 36 miles

Resolution : approx. b
feet

Stereo : Overlapping

Swath width: Horizon-to
norizon (spprox. 500 miles)

Resolution : approx. 2.5
feet
Stereo 1 yes

Swath width: 17 miles
Resolution : 1 foot
Full Stereo

Unable to record thru
cloud cover; at night
without illumination;
or thru dense vegata-
tion, men-made struc-
tures and caves. Op-
timum results depend
on light angles, &b-
sence of smoke and
atmospheric haze, and

target contrast.

Capabilities Iimitations Comments
oTA U-2's with J-T5 engines/Photo— Al titude: [:;:::::;;;:;J 6 aircraft available,
graphicl | Range . 2300-3100 N¥
Speed : 390 Xnots addi-

Xional J-15 equipped

gireraft availsble
about January 1965.

o

ILLEGIB

I cameras operational
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o5y of Z;

AR N

Reconnaissance Vehicle/Sensors Capabilities Comments
“hotographic Balloons (Available Altitude: 90-100,000 feet | Low tracking accuracy, |Three available
Range : Essentially un. | but compensatable by light camera options.

Tight cameras)

limited
Resolution: Comparable to
the U-2
Comparatively insxpensiv
on unit basis

w

NUmleIrsSe”

- ave s - 3 pad -
Sze Ue2 camera limits.

\JORON& Photographic Satellite (KH-&)

i NRO25X1

Altitude: Approx 100

miles

Swath Width: 180 nm

Resolution: Approx 10
feet

Area search capability.

Continuous sterec.

Very high unit costs.
Limited launch frequency.
Resolution teo low for
Cuban intell objectives.
Savere weather restiric-
ticns.

One to two passes per daj

XERO'

Subsonic Dreones

25X1
25X1

hltitude: 50-60,000 feet

Range ¢ 1400 nnm

Speed ¢ 0.74 Mach

Resoluticn: 2.7 fest
wath Widths 18 nm
Swath Length: 255 mm

Probable lozs in track
accuracy after first
leg to & 5 mm.

_ounched from C.13C.
11 vehicles in
inventory.

1CS plans for Cuban
=mploymant exist.

_25X1
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